


Items Parameter 

Modulation mode FM 

Frequency synthesis Digital PLL 

Frequency band 1.7 - 4.0MHz 

Frequency response unit 100Hz-14kHz 

Frequency stability 10ppm 

Pre-emphasis 75 µSec.   

Distortion at 1 kHz <0.5% 

Channel separation >70dB 

RF output power level 700mV 

RF output impedance 50 ohms 

Input impedance 18k ohms 

Max. input power level 2V 

AGC range 30dB 

S/N ratio >75dB 

Power consumption 40W 

Power Supply AC110V/240V/50Hz~60Hz 

Dimension (mm) 485x355x88 

N.W 7.0kg 

 

Items Parameter 

Power supply 110V/240V 50Hz~60Hz 

Consumption rating 200W 

Charge quantity 24 

Charging time About 3-6 hours 

Charging status Red LED flashing –Charging, Green LED –Full Charged 

Operating temperature range 0-40 degree 

Dimension (mm) 455X320X340 

N.W 10.75kg 
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Items Parameter 

Frequency band 1.7 - 4.0MHz 

Max. IR output power 25W 

Max. coverage range 30m 

Angle of half intensity ±22°   

RF output impedance 50 ohms 

Channel separation >70dB 

RF output power level 700mV 

RF output impedance 50 ohms 

RF input voltage 100-2000mV 

Power consumption 55W / Stand-by 8W 

Power supply AC110V/240V, 50Hz~60Hz 

Dimension (mm) 440x75x232 

N.W 3.54kg 

 

Items Parameter 

Modulation mode FM 

Frequency synthesis Digital PLL 

Frequency band 1.7 - 4.0MHz 

Frequency response unit 100Hz-14kHz 

Pre-emphasis 75 µSec.   

Distortion at 1 kHz <0.5% 

Channel separation >55dBA 

Frequency stability 10ppm 

Operating voltage 4.5V  (3 pieces AAA battery) 

Power consumption 60mW 

Dimension (mm) 155X45X20 

N.W 100 kg 
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