
      Model No. 

Parameter 
HT-XLRM1 HT-XLRM2 HT-XLRM3 HT-XLRM5 

Power Supply     

Output Type XLR Male XLR Male XLR Male XLR Male 

Input Type XLR Female XLR Female XLR Female XLR Female 

N.W. 1.35kg 1.28kg 0.90kg 0.86kg 

Base Dimension 

(W×D×H)mm 
112×163×29 130×155×35 130×145×40 110×150×33 

Output Balance Balance Balance Balance 

Compatible 

Phantom power 

48V balance 

output Mic 

Phantom power 

48V balance 

output Mic 

Phantom power 

48V balance 

output Mic 

Phantom power 

48V balance 

output Mic 

 

      Model No. 

Parameter 
HT-320A HT-81 HT-81A 

Capsule Type Condenser Condenser Condenser 

Frequency 

Response 
100Hz-16kHz 100Hz-16kHz 100Hz-20kHz 

Polar Pattern Uni-Directional Uni-Directional Uni-Directional 

Output 

Impedance 

Long distance 

1kOhm 1kOhm 1kOhm 

Output 

Impedance 

Short distance 

2.3kOhm 2.3kOhm 2.3kOhm 

Sensitivity 

Long distance 
-38dB -38dB -38dB 

Sensitivity 

Short distance 
-45dB -45dB -45dB 

Power Supply DC1.5V DC1.5V 
DC1.5V/ 

Phantom Power 48V 

N.W. 0.10 kg 0.12 kg 0.12 kg 

Sound Pick-up 

Distance 
3 m 3 m 3 m 

Battery Working 

Time (Hour) 
26 26 26 

Dimension 

(mm) 

Diameter 22 

Length 273 

Diameter 22 

Length 360 

Diameter 22 

Length 360 

Output/Indicator Unbalance Unbalance Balance 

 




